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Hardware



Parameters

Storage 2MByte

Application All single & dual LED screen

Pixel Single : 128K pixel Dual 64K pixel

Load Single: 2048*64 1024*128 512*256
Dual: 1024*64 512*128 256*256

Software function Cluster management/multi-area dispaly/multi-language

Program number 128 programs. Each has 16 areas.

Area type

Subtitle/text/image/program frame/area
frame/animation/background/ digit clock/ timing area/ dial area/
static excel/temperature/humiture/16+24+32 inner code
are/voice area

Frame Water linear frame/ area frame

Clock Digit clock/ analog clock/ count up & down

Communication interface WIFI, USB, RS232, RS485

Display interface 1*50PIN

Sensor
Temperature sensor(water proff, high precision), humiture(high

precision)

Brightness adjustment 16 lvels, support to adjust automatically or by software

Remote switch
Timing startup & off or by software/ put screen

power( indepedant supply) on & off by connecting a relay

Startup picture Startup picture or program( arbitrary)

Voltage 4.5V~6V

Max power ＜1W

Working temperature -40℃-85℃

Secondary development
1, secondary development based on communication protocol

2, offer complet DLL dynamic library

Auxiliary software LED Player 6.0（LED Player 6.1.xx）



Dimensional diagram
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